
Installation method: Indoor fixed installation
Indoor LED Screen

HD Intelligent Resolution

15mm narrow bezel design

Round corner

Curved base

Narrow Body Design

Content Management System

55 ''to 110 '', any size supports customization

DIY Design

Products Show

Remote Control

USB Playing

Publish Process

PC Cloud Server LED indoor screen

7:00 10:00 14:00 18:00 20:00 22:00

Lifespan ＞100,000hours

7*24 hours

Front Maintenance

01

03

02 Viewing Angle : 175(H)/175(V)

 

Mainly used in hospitals, government, shopping malls, 
buildings, etc.

Applications

School Government

 Hospital Business Area

Front door opening for easy maintenance

Intelligent Split Screen

Multi-video playback, video and picture combined playback, etc., maximize 
the function of LED smart advertising.

Multifunction

CCC/ ISO9001/ROHS/FCC/CE/CB

110% NTSC Color Gamut,  bet ter color performance

Tempered Film

7x24h

Long Lifespan Built-in Speaker Smart Split Screen

Thermal Protection Full View IP34

Indoor LED Poster
Long lifespan, Glare, HD play, Fireproof

and Dust resistance

Specification
86”

TH1.2PLS

Installation
Environment

Cabinet Size

Machine Size

Module Size

TH1.5PLS TH1.8PLS

Indoor

960MM×1920MM×80MM

TH2.0PLS TH2.5PLS TH2.5PLSO

 990MM×2000MM×80MM

320MM×160MM

Support Ethernet RJ45, USB playback, HDMI input, WiFi,
Bluetooth, Infrared, 4G module

2×10W

Pixel Pitch（mm）

Scanning Mode

IC

Packaging Method

Cabinet Resolution

Reflesh Rate

Brightness

IP Level

Receiving Card

Interface

Speaker

P1.25 P1.5385 P1.86 P2.0 P2.5 P2.5

64 52 48 40 32 32

ICND2065 ICND2065 ICND2065 ICND2065 ICND2065 ICND2065

SMD1010 SMD1212 SMD1515 SMD1515 SMD2121 SMD1921

768×1536 624×1248 516×1032 480×960 384×768 384×768

3840Hz 3840Hz 3840Hz 3840Hz 3840Hz 3840Hz

600nits 800nits 800nits 1000nits 1000nits 2500nits

IP32

MRV366

Front Maintenance

Haning, Wall-mounted, Floor-Standing

System

CPU

Maintenance
Method

Installation
Method

Android 7.1

Dual Cortex-A72 large core + quad Cortex-A53, Mali-T860MP4

Specifications


