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Outdoor LED Poster
Long lifespan, AG tempered glass, HD display, 

Fireproof, Waterproof, Dust resistance 

Tempered FilmLong lifespan System Optional Built-in Speaker

100,000

hour

Smart Split Screen

IP65 Highlight Screen Thermal Protection Fire Prevention 7*24h

HD Intelligent Resolution

Automatical Dimming

Front door opening for easy maintenance

Front Maintenance

Anti -glare glass, AR anti -reflection, tempered glass

AR Glass Anti-glare

Transmittance>99%

Reflectivity<4%

Multi-video playback, video and picture combined playback, etc., maximize 
the function of LED smart advertising.

Multifunction

One-key Operation

Support video rotate

Support alarm clock

Intelligent Split Screen

Remote Control

USB Playback

55 " to 110 ", any size supports customization

Products Show

DIY Design

Available with Android, Windows 7/8 /10.

Operation System

Android

Windows

Different Operating System

High Brightness

10000:1

High Contrast

16384×16384×163845000nits(max)

Color

Installation method: outdoor fixed installation

Outdoor LED Screen

Heat Dissipation Protection

Air Cooling

IP65
Energy Saving IP65

Fan Cooling System
1. Low power ,Full outdoor work;

2. Waterproof and dustproof meet IP65;

3. All weather sunlight readable LED;

4. Brightness from 4000nits -5000nits; 

5. Working high temperature up to 40℃

Explosion-proof, shockproof, High 
temperature resistant,

110% NTSC Color Gamut, better color performance

Specifications

Installation
Environment

Product Model

Cabinet Size

Machine Size

Module Size

Outdoor

1120MM×1920MM

VP3.0VP2.5

1312MM×2130MM×230MM

160MM×160MM

1152MM×1920MM

1312MM×2130MM×230MM

192MM×192MM

Support Ethernet RJ45, USB playback, HDMI input, WiFi,
Bluetooth, Infrared, 4G module

2×10W

Pixel Pitch（mm）

Scanning Mode

IC

Packaging Method

Cabinet Resolution

Reflesh Rate

Brightness

IP Level

Receiving Card

Interface

Speaker

P2.5 P3.0

16 16

ICND2153 ICND2153

SMD1921 SMD1921

448×768 384×640

3840Hz 3840Hz

4500nits 4500nits

IP65

MRV366

Front Maintenance

Haning, Wall-mounted, Floor-Standing

System

CPU

Maintenance
Method

Installation
Method

Android 7.1

Dual Cortex-A72 large core + quad Cortex-A53, Mali-T860MP4


